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HSK-E PG
HSK-F PG

DIN 69893 / ISO 12164

Type Part No.
D

[mm]
L

[mm] Balancing Rings

HSK-E 25 / PG 10 x 055* 2525.71014 15.5 55 –

HSK-E 32 / PG 10 x 060* 2532.71024 15.5 60 –

HSK-E 32 / PG 10 x 080 H 4532.71044 15.5 80 FWR 225

HSK-E 32 / PG 15 x 075* 2532.71534 22 75 –

HSK-E 40 / PG 10 x 062* 2540.71024 15.5 62 –

HSK-E 40 / PG 10 x 080 H 4540.71044 15.5 80 FWR 225

HSK-E 40 / PG 10 x 120 H 4540.71064 15.5 120 FWR 225

HSK-E 40 / PG 10 x 160 H 4540.71084 15.5 160 FWR 285

HSK-E 40 / PG 15 x 080 H 4540.71544 22 80 FWR 285

HSK-E 40 / PG 15 x 120 H 4540.71564 22 120 FWR 285

HSK-E 40 / PG 25 x 090* 2540.72544 33 90 –

HSK-E 40 / PG 25 x 100 H 4540.72554 33 100 FWR 405

HSK-E 50 / PG 10 x 080 H 4550.71044 15.5 80 FWR 285

HSK-E 50 / PG 10 x 120 H 4550.71064 15.5 120 FWR 285

HSK-E 50 / PG 10 x 160 H 4550.71084 15.5 160 FWR 285

HSK-E 50 / PG 15 x 080 H 4550.71544 22 80 FWR 285

HSK-E 50 / PG 15 x 120 H 4550.71564 22 120 FWR 285

HSK-E 50 / PG 25 x 100 H 4550.72554 33 100 FWR 405

HSK-F 63 / PG 10 x 080 H 4563.71045 15.5 80 FWR 325

HSK-F 63 / PG 15 x 080 H 4563.71545 22 80 FWR 325

HSK-F 63 / PG 25 x 100 H 4563.72555 33 100 FWR 405

HSK-F 63 / PG 32 x 100* 2563.73255 43 100 –

HSK-F 80 Call For Availability
 *Not for use with balancing rings.

powRgrip® Toolholders

Matching coolant tubes (KSR) see page 13.10

Related Items
Collets (Std & CF) See Section 2.00

Collets (Tapping) See Section 3.00

Extensions (PG) See Section 10.00

Accessories See Section 13.00

For drawings with detailed dimensions see:

search.rego-fix.com
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Quality 
Made to ISO 9001/ISO 14001 standards.

Marking 
Type and part number (reduces selection error).

Traceability
Lot numbers are marked on all products for traceability 
throughout the entire manufacturing process.

Quality Seal
The REGO-FIX®  symbol r marked on the products  
guarantees for best quality. 

T.I.R.
Best concentricity values – equal to rigid toolholders. 

Absorbing Link
Acts as absorbing link between the synchronous  
spindle and the tap/cold forming tap and compensates 
pitch differences between threading tool and  
synchronous spindle.

Minimal Length Adjustment
In push and pull direction.

Tool Shanks
All taps/cold forming taps with tool shanks in h9  
tolerance can be clamped.

Secure Clamping
Secure clamping of the tap/cold forming tap by  
PG-TAP collets with internal square.

For Coolant Through Tools
Up to 750 psi (50 bar) coolant pressure.

Process Reliability
Increases process reliability of synchronous  
thread manufacturing.

Features  Benefits
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HSK-A SSY PG
DIN 69893 / ISO 12164

HSK-A powRgrip® 
Softsynchro® Tapping Holders 

Type Part No.
D

[mm]
L

[mm]
 Compression

[mm]
Tension
[mm]

HSK-A 63 SSY / PG 15 2563.61507 24 114.5 0.5 0.5

HSK-A 63 SSY / PG 25 2563.62507 40 131 0.5 0.5

Matching tap collets see page 3.11/3.12
Softsynchro is a registered trademark of Emuge 

HSK-A SSY/PG  
Softsynchro® 
Tapping Holder

Applications
REGO-FIX® Softsynchro® tapping holders are used on 
machines that are designed for rigid tapping. Many of 
the newer CNC machines feature synchronization 
between spindle turning and feed rate. This allows to 
use rigid tapping holders. However, due to the 
dynamics of spindle and linear motors, synchronization 
errors occur. To compensate for these synchronization 
errors Softsynchro® tapping holders with  minimal 
length adjustment are necessary. Depending on the 
application, Softsynchro® tapping holders increase tool 
life up to 150%.

Comparison Tests
The two diagrams show the axial forces when cold 
forming M10 threads in St37 steel. 

Conclusion: Axial forces increase with increasing rpm. 
With REGO-FIX® Softsynchro® tapping holders the 
forces are considerably lower than when using rigid 
tapping toolholders. Therefore, the surface quality and 
tool life are optimized when using Softsynchro® tapping 
holders on a synchronized machine spindle.
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REGO- FIX®   Softsynchro®-Tapping holders
Competitor synchronous collet holder
Rigid synchronous collet holder




